




























































https://mapapps2.bgs.ac.uk/geoindex/home.html
https://hlamap.org.uk/
https://www.nls.uk/




www.collett.co.uk www.collett.co.ukwww.collett.co.uk

Proposal design of
transport bracket

SECTION A-A . SCALE 1:50

TOP VIEW & SIDE ELEVATION. SCALE 1:250

A
B

C
D

E
F

G
H

I

1 3 4 5 6 7 8 9 10 11 12 132

1 3 4 5 6 7 8 9 10 11 12 132

A
B

C
D

E
F

G
H

I

DRAWN BY CHECKED BY

DRAWN DATE CHECKED DATE

DESCRIPTION

CLIENT

PROJECT NO DRAWING NO

TITLE

PAPER SIZE: SCALE: SHEET NO:

COLLETT & SONS LTD Mistral Point
A.W Nielsen Road
Goole
East Yorkshire
DN14 6UE

Tel: 08456 255233
Fax: 08456 255277
Web: www.collett.co.uk
© 2025 COLLETT & SONS LTD

Revision:

PROJECT

Will Costello

06/01/2026

R.Moradi

06/01/2026

First Issue

TRANSPORT ARRANGEMENT 28 AXLES GS 

Tony Gee

Spiorad Na Mara

422194 COL-D-422194-1-1

A3 AS NOTED 1/1

00

END ELEVATION OF MODULAR TRAILER AXLES. SCALE 1:50

A

A

No of Axle Lines 28.000 N/A

No of Axles 56.000 N/A

Mass of Girder Set Trailer 164.220 T

Mass of Load 275.000 T

Mass per axle line 15.686 T

Mass per tyre 1.9608 T

Mass of Tractors Units 120.000 T

Total Mass (Excluding Tractors) 439.220 T

Total Mass (Including Tractors) 559.220 T

                                                  Drawing Notes

1- ALL DIMENSIONS ARE IN MILLIMETRES (mm) UNLESS OTHERWISE STATED.

2- ALL WEIGHTS ARE IN METRIC TONNES (T) UNLESS OTHERWISE STATED.

3- All DETAILS TO BE CONFIRMED UPON RECEIPT OF FURTHER TECHNICAL
DETAILS. CLIENT COMMENTS AND REVISION.

4- THE CLIENT IS RESPONSIBLE FOR THE STRUCTURAL INTEGRITY OF THE
LOAD TO BE TRANSPORTED.

5- THIS DRAWING AND ALL THE INFORMATION IT CONTAINS ARE THE
PROPERTY OF COLLETT & SONS LTD AND SHALL BE TREATED AS CONFIDENTIAL
UNLESS CONTRACTUALLY SPECIFIED OTHERWISE. IT MUST NOT BE COPIED,
RE-PRODUCED OR DIVULGED TO A THIRD PARTY WITHOUT THE EXPRESSED
PERMISSION FROM COLLETT & SONS LTD.

7- Abnormal Load Classification: Special Order (BE16)

AutoCAD SHX Text
5650

AutoCAD SHX Text
1350

AutoCAD SHX Text
1350

AutoCAD SHX Text
2550

AutoCAD SHX Text
6300

AutoCAD SHX Text
2600

AutoCAD SHX Text
1440

AutoCAD SHX Text
1420

AutoCAD SHX Text
2600

AutoCAD SHX Text
1440

AutoCAD SHX Text
1420

AutoCAD SHX Text
5300

AutoCAD SHX Text
13 axle spaces @ 1500 = 19500

AutoCAD SHX Text
14760

AutoCAD SHX Text
Turntable Centres 34427 [34500]

AutoCAD SHX Text
Trailer Length 57479 [58000]

AutoCAD SHX Text
Overall Length 89903 [91000]

AutoCAD SHX Text
8t

AutoCAD SHX Text
8t

AutoCAD SHX Text
12t

AutoCAD SHX Text
12t

AutoCAD SHX Text
8t

AutoCAD SHX Text
8t

AutoCAD SHX Text
12t

AutoCAD SHX Text
12t

AutoCAD SHX Text
8t

AutoCAD SHX Text
8t

AutoCAD SHX Text
12t

AutoCAD SHX Text
12t

AutoCAD SHX Text
15.686t x 14 axles

AutoCAD SHX Text
13 axle spaces @ 1500 = 19500

AutoCAD SHX Text
15.686t x 14  axles

AutoCAD SHX Text
9000

AutoCAD SHX Text
671

AutoCAD SHX Text
100

AutoCAD SHX Text
561

AutoCAD SHX Text
6260

AutoCAD SHX Text
1630

AutoCAD SHX Text
1630

AutoCAD SHX Text
1660

AutoCAD SHX Text
4870

AutoCAD SHX Text
600

AutoCAD SHX Text
1200

AutoCAD SHX Text
460

AutoCAD SHX Text
5000

AutoCAD SHX Text
100

AutoCAD SHX Text
561

AutoCAD SHX Text
30

AutoCAD SHX Text
6260

AutoCAD SHX Text
4970   Reducible to 4950

AutoCAD SHX Text
1778

AutoCAD SHX Text
796

AutoCAD SHX Text
248

AutoCAD SHX Text
734

AutoCAD SHX Text
1044

AutoCAD SHX Text
734

AutoCAD SHX Text
248

AutoCAD SHX Text
3000

AutoCAD SHX Text
486

AutoCAD SHX Text
486

AutoCAD SHX Text
1190±300±300

AutoCAD SHX Text
Outside Track 3000



Allt P
oll a

' C
hoire

2.435
27.566

LOADS TO OVERSAIL AREA OF
VEGETATION. NO PHYSICAL MITIGATION
WORKS REQUIRED.

NOTES

DRAWN :

SCALE :

DESIGNED :

CLIENT DRAWING No.

REVISION

BY

C
H

K'
D

AP
P'

D

REV.

ORIGINAL SIZE : A1

www.tonygee.com
Consulting Civil, Structural and Geotechnical Engineers

DRAWING STATUSCODE

DATE DESCRIPTION

PROJECT: ORIGINATOR: ZONE:

LOCATION: DOC. TYPE: DOC. NO.:ROLE:

TONY GEE DRAWING NUMBER:

SIGNIFICANT RESIDUAL HAZARDS

RESIDUAL HAZARD                             SUGGESTED CONTROL MEASURE
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